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DATA S H E E T PHANTOM

PHANTOM 
MINOR PROCEDURE 
LIGHT

Phantom combines the best of both 
worlds: concise power and control, 
with intuitive light positioning. 

Delivering a cool and efficient 70,000+ 
lux @ 1 metre, Phantom’s sleek, 
lightweight design and large task area 
action zone make it perfect for a range 
of applications – and with only minimal 
intrusion to the task area.

Plus, Phantom’s fully sealed and 
detachable head with hygienic touch 
sensitive membrane switch, provides 
easy operation and technician-free 
maintenance.

DATA S H E E T
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DATA S H E E T PHANTOM

Phantom

POWER CONSUMPTION
31 WATTS

LIGHT OUTPUT
Powerful 70,000+ lux @ 1 metre with 
cool running LED technology

EFFICIENCY
85lm/W

CRI 
95 +

COLOUR
4000K CCT

MATERIAL
Aluminium

LIFETIME DATA
>50000 hrs

A P P L I C A T I O N S

WARRANTY
YEAR
3

ANTI
GLARE

SILVER ION
TECHNOLOGY

ANTIMICROBIAL HIGH
EFFICIENCY

MADE IN
 AUSTRALIAAPPLICATION

 MULTI

CEILING WALL TWIN 

5

STAY SAFE
Phantom’s touch membrane 
switch gives quick access to ON/
OFF and 4 stage dimming control. 
And with its easy-wipe and IP65-
rated head, superior infection 
control has never been easier. 

TOUCH MEMBRANE SWITCH

G E N E R A L  
S P E C I F I C A T I O N S

*

P R O D U C T S 
H I G H L I G H T S

DESIGNED 
AND MADE IN 
AUSTRALIA

Phantom is 
the proud result of over 50 
years of Australian research 
and development in medical 
lighting. Phantom is designed 
and manufactured entirely in 
Australia and built to meet 
Australian standards and testing.

•	 Minimal maintenance and 
low on-going costs

•	 Easy multi axis light positioning 
with quick-release IP65 light head

•	 Removable handle and sleek 
design for easy sterilisation

•	 Durable all metal constraction

•	 Large task area action 
zone (220mm øD10)

•	    Antimicrobial coating on 
Phantom arm and mount
*

Minor Procedure

Pre and Post Operative Areas

Emergency Areas

Intensive Care

Day Surgeries

Resuscitation Bays

Skin Cancer

Questions?
We're here to help!
sales@planetlighting.com
(02) 6659 5600
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PHANTOM                         
MINOR PROCEDURE LIGHT PRODUCT CODE DESCRIPTION POWER

PLAPHANTOM-3300 Ceiling mount to suit a standard floor to ceiling 
fixing point up to 3300mm, or specified custom 
mount length which is between 2600mm and 
3300mm, with integral transformer

31W

PLAPHANTOM-W Phantom Wall mounted with integral transformer 31W

Cardiac protection 
models available: Add 
“CP” to product code.

Example: PLAPHANTOM-3300-CP
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CEILING MOUNT

3600 CRD

3600 CRD3600 CRD

RANGE OF MOVEMENT 
STANDARD CEILING

RANGE OF MOVEMENT 
WALL

INTUITIVE CONTROL
Phantom’s 3 continuous rotation points 
gives over 360˚ (CRD) rotational freedom, 
making perfect light positioning a breeze.

*See Range of 
Movement document 
for details

Ceiling mount with integral 
power supply and Continuous 
Rotation Device (CRD) head.   

RECOMMENDED LOWEST FIXED POINT

Recommended height: 
2000mm to bottom �of 
lowest fixed point 

WALL MOUNT
1068907

QUICK-RELEASE HEAD

Phantom’s unique push-to-release 
detachable head designed for easy 
upgrade and replacement when 
needed.


